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ST-20L Low Profile Torque Hinge

Position control - Constant torque - Press-in - Nut mounting

Features

e Smooth operation

e Space efficient design provides high
torque in minimum space

e Constant torque, never needs adjusting

Material
e Zinc alloy and steel, natural

Product Performance
e Cycle performance: 20,000 cycles T~ Reverse
e Radial load: S
* Maximum static load: 400 N
e Axial load:
* Note this hinge will not resist axial loads
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Nut mounting version Press-in version
Tighten M6 nut (not supplied) Press shaft into mating
to max 3.4Nm hole in panel

Forward Torque Reverse Torque Dimension X Dimension Y
LU L Nm i) Nm i) mm (in) mm (in)
ST-20L-100FA/B-33 1.0(8.9) 0.75 (6.6)
> ST-20L-100RA/B-33 0.75 (6.6) 1.0 (8.9) 7.2(.28) 8.8 (.35)
- ST-20L-200SA/B-33 1.75 (15.3)
g ST-20L-300FA/B-33 3.0 (26.6) 2.3(19.9)
(- 8.9 (.35)
ST-20L-300RA/B-33 2.3(19.9) 3.0 (26.6) 12.1(.48)
ST-20L-400SA/B-33 3.5 (31) 10.6 (.42)
ST-20L-100FJ/K-33 1.0(8.9) 0.75 (6.6)
= ST-20L-100RJ/K-33 0.75 (6.6) 1.0 (8.9 7.2 (.28) 8.8(.395
EE ST-20L-200SJ/K-33 1.75(15.3)
5 ST-20L-300FJ/K-33 3.0 (26.6) 2.3(19.9) 8.9 (35)
ST-20L-300RJ/K-33 2.3(19.9) 3.0 (26.6) 12.1(.48)
ST-20L-400SJ/K-33 3.5(@31) 10.6 (.42)
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for M5 Fastener

SIMPLIFIED INSTALLATION DETAILS

Frame
Door

Door
\_

M16 washer or similar ——_|
(not supplied)

—

|——>— 8(.31)

11(.43) Min

Installation Notes:

1. Install hinge using M5 screw (not
supplied).

2. For proper function, application should
include a pair of hinges and constrain
the system axially.

3.  Hinge installation to frame or door
may be reversed, but should be used
as opposing pairs to avoid the hinge
coming apart.

4. For alternative panel thicknesses and
adaption to your application, please
contact Gripwell.

5. For panel preparation and installation
details please refer to trade drawing.

Frame

M10 washer or similar
(not supplied)

N

M5 screw or similar
(not supplied)
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Nut mounting
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Press-in
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